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ROHS 禁限用物質保證函 

Declaration of non-use of RoHS Restricted Substances 
 

Our company hereby to confirm and assure that our product (description of product) are 

in conformity of following stipulations: 

Substance or Group Name (2011/65/EU / EU 2015/863) Limit 

Cadmium (Cd) / Cadmium Compounds (鎘和鎘其化合物) 100 ppm 

Lead (Pb) / Lead Compounds(鉛和鉛其化合物) 1000 ppm 

Mercury (Hg) / Mercury Compounds (汞和汞其化合物) 1000 ppm 

Hexavalent-Chromium (Cr6+ ) Compounds (六價鉻化合物) 1000 ppm 

Polybrominated biphenyl (PBB) (聚溴聯苯) 1000 ppm 

Polybrominated diphenylether (PBDE) (聚溴聯苯醚) 1000 ppm 

Bis (2-ethylhexyl) phthalate (DEHP) (鄰苯二甲酸二(2-乙基己基)酯) 1000 ppm 

Butyl benzyl phthalate (BBP) (鄰苯二甲酸丁酯苯甲酯) 1000 ppm 

Dibutyl phthalate (DBP) (鄰苯二甲酸二丁酯) 1000 ppm 

Diisobutyl phthalate (DIBP) (鄰苯二甲酸二異丁酯) 1000 ppm 

Additional Rules for Packaging Materials (包材供應商) 

包裝材料 (Pb+Cd+Hg+Cr
+6
) (鉛+鎘+汞+六價鉻化合物) 100ppm 

ROHS Exemptions (Annex III) (RoHS_管制外之項目(附錄 III) 

6C Copper alloy containing up to 4% lead by weight (銅合金中所含的鉛, 最高可達 4%) 

7a 
Lead in high melting temperature type solders (lead-based alloys containing 85% by weight 

or more lead) (高熔點類之銲錫可含鉛(如鉛為基底的合金, 其鉛含量大於 85%) 

7c-I 

Electrical and electronic components containing lead in a glass or ceramic other than 

dielectric ceramic in capacitors (piezoelectronic devices) or in a glass or ceramic 

matrix compound 

(鉛用於電器及電子元件中之玻璃或陶瓷 (介電陶瓷電容除外).例如:壓電元件或者玻璃/陶瓷複合材料 

7c-II 

Lead in dielectric ceramic in capacitors for a rated voltage of 125V AC or 250V DC or 

higher 

(額定電壓為 125 V AC or 250 V DC 或者更高之介電陶瓷電容中所含的鉛) 
 

 

Sam Tu 

 

President of 

ULTRA LEVEL TECH. CO., LTD. 
Date: 2021/3/4   

http://www.ultralevel.com.tw/

